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Abstract 

Introduction. Intra-laboratory comparison tests play an important role in ensuring the quality and reliability of research 
outcomes in laboratories. These tests allow researchers to evaluate the accuracy and reproducibility of the methods they 
use in their work, as well as to identify potential sources of error and inconsistency. The results of these tests are shared 
with experts to confirm competence within the accreditation. Typically, comparison tests are carried out in laboratory 
conditions in a familiar and calm environment for the testers. However, when laboratories conduct research as part of a 
special assessment of working conditions (SAWC) they are required to conduct on-site comparisons at real-world 
facilities, where customers may unwittingly disrupt the process and directly affecting the quality of the measurements. 
The aim of this study is to evaluate the quality of on-site intra-laboratory comparison tests using the example of 
determining the dust content in a bricklayer's work environment on a construction site, and to determine the minimum 
number of measurements necessary and sufficient for this purpose. 

Materials and Methods. To determine the dustiness of the bricklayer's workplace, a weighing method was used. This 
involved collecting dust on filters and then weighing them to determine the concentration. The quality assessment of 
intra-laboratory tests was conducted in accordance with GOST R ISO 5725-1-2002 "Accuracy (trueness and precision) 
of measurement methods and results. Part 1. General principles and definitions". 

Results. At the bricklayer's workplace, a 1.6-fold excess of the one-time maximum permissible dust concentration was 
detected. The average dust concentration at the workplace under study was: Kyo = 9.57 + 0.81 mg/m’, the convergence 
of the results obtained was r= 8.68%, the relative error 6 =8.50%. It was revealed that the maximum allowable 
difference between the results of the two tests was 0.84 mg/m. The difference in direct measurements of the mass of 
the two samples should be no more than 0.1 mg. 

Discussion and Conclusion. The results obtained demonstrated the possibility of conducting a minimum number of 
measurements that, under reproducible conditions, are considered satisfactory and could be provided to experts for 
confirming the competence of the laboratory. As part of a special assessment of working conditions, employees of the 
object under study are recommended to use personal respiratory protection equipment that offers protection against 
highly dispersed dust particles. 
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working conditions (SAWC) 


Acknowledgements. The authors would like to thank the Editorial board and the reviewers for their attentive attitude to 
the article and for the specified comments that improved the quality of the article. 


For citation. Korol EA, Degaev EN, Pushenko SL. Determination of the Convergence of Intra-Laboratory Measurements 
of Dust Content on a Construction Site. Safety of Technogenic and Natural Systems. 2024;8(1):30—40. 
https://doi.org/10.23947/2541-9129-2024-8-1-30-40 


© Korol EA, Degaev EN, Pushenko SL, 2024 


Korol EA, et al. Determination of the Convergence of Intra-Laboratory Measurements of Dust Content on a Construction Site 


Hayunaa cmamba 


OnpejejieHHe CXOAMMOCTH BHYTPH1ab0paTOpHblxX pe3yJIbTAaTOB H3MepeHhii 3allblIeHHOCTH 
CTPOUTeJIBHOHM MIOWatKH 


E.A. Kopoan '©, E.H. Jeraes '}@pd, C.J. Hymenxo 2 

' Hanmonampupiit uccuegoBarenbcKnit MockoscKuit rocyapcTBeHHbIM CTPpOHTeBHBIM yYHUBepcuTe;rT, 

r. Mocxsa, Poccniickas Denepanna 

? ToncKoii rocyyapcTBeHHbIt TexHuyecknit yHuBepcurert, r. Pocros-Ha-Jlouny, Poccuiicxan Deneparua 


degaev@inbox.ru 


AHHOTalna 

Beedenue. BuytpusadopaTopHble CIIMUYUTeIbHBIC MCIbITAHHA ABJIAIOTCA BaXKHbIM MH AKTYAJIbHBIM MePOIpHATHeM IA 
oOeclleyeHHA KayeCcTBa HM JOCTOBepHOCTH pe3yIbTaTOB UccIeqOBaHHi B JadbopaTopHax. OHH MO3BONAKOT OI[CHUTb 
TOUHOCTh HU BOCIIPOH3BOAMMOCTb IIPHMeHAeMBIX B JaOOpaTOPHH MeTONOB, a TakK2%Ke BLIABHTb BO3MOXKHbIC MCTOUHUKU 
olmmm00K MU HeCcOOTBeTCTBHH B ee padote. Pe3ynbTaTbI BHYTpHabopaTOpHBIX CIMYMTeIbHBIX HCIbITAHHH 
TIpeAOcTaBIAIOTCA OKCHepTaM pH NOATBepxKAeHHH KOMIIeCTeHTHOCTH B paMKax akkpeyuTayuu. Kak mpaBusio, 


CIMUHTEIBHBIC HCIbITAHHA MpOBOAAT B JaOOpaTOPHBIX YCMOBHAX B MPHBbIMHOM HM CHOKOMHOM [IA MCMbITaTeseli 
oOctaHoBKe. OyHako sladopaTopHu, MpoBosauMe MccieqOBaHHA B paMKaX CTlelMaIbHOM OeHKH YyCJIOBHH 
Tpyna(COYT), BbIHy2KICHEI MpOBOAHTb BbIe3{HbIC CIMYHTeIIbHbIC MCIbITAHHA Ha PeaIbHbIX OOBEKTAX, Tye 3a 
MCIbITAHHAMH HaOMIOAAalOT 3aKa34HKU, KOTOPble HEBOJIbHO OTBICKaIOT paOOTHHKOB JIabopaTOpHH, 4TO HaliIpamMyio 
BJIMAeT Ha KayecTBO H3MepeHHi. Llesbio WaHHO paOoTbI ABIIAeTCA OL|CHKa KaYeCTBa MIpOBeCHHA BbIe3THBIX 
BHYTpH1aOopaTOpHbIX CJIMYMTeCIbHBIX MCIbITaHHH Ha IpMMepe OMpeseseHuA 3albWIeHHOCTH paOouero MecTa 
KaMCHIUMKa Ha CTPOMTeIbHON MoWayKe UH OMpeyeseHie MMHUMasIbHO HeOOxoAMMOrO UM WOCTaTOUHOTO WIA 9TOTO 
KOJIM4eCTBa H3MepeHHii. 

Mamepuanoi u memooovi. [Ina ompenenenua 3albiieHHOCTH pabouero MeCTa KaMeHIHKa UCHOb30BaICA BECOBOM 
MeTO, KOTOpbIM 3akOUaeTCA B COOpe TIBWIM Ha (WILTpbI C NOCTeAYIOWIMM B3BelUMBaHHeM HM olpeyeseHHem 
KOHI[CHTpaywH. OlleHka KayecTBa MpoBeyleHHA BHYTpHaOOpaTOpHBIX MHCIbITaHHH MpOusBOAMacb cCorsacHo 
TOCT P MCO 5725-1-2002 «Tounocts (mpaBHIbHOCTb MU MIpelH3HOHHOCTS) MeTOOB HM pe3yIbTaTOB H3MepeHHit. 
Yacts 1. OcHOBHBIe NOOKeHHA UH ONpeeueHuD». 

Pe3yiemamet ucciaedosanua. Ha padouem MecTe KaMeHIIMKa BbIABICHO IIpeBbIINeHHe pa30BOl IpeyesIbHO 
JOMYCTHMOM KOHUeHTpalwHu mM B 1,6 pasa. CpeqHaAd KOHUeCHTpalua Mb Ha ucceqyemMom paOouemM MmecTe 
coctapusia: Kyo = 9,57 + 0,81 mr/m?, cxoqMMOCTS NOyYeHHBIX pesyibTaToOR, 1 = 8,68 %, OTHOCHTeNbHad NOrpeurHocTs, 
5 = 8,50 %. BaraBmeHo, YTO MaKCMMaJIbHO JOMycTHMas pasha pesyIbTaTOB ABYX MCIIbITaHHii cocraBiser 0,84 mr/M?. 
Pa3Hulla MIpAMbIxX M3MepeHHi Maccbl ABYX OOpa3OB JOIDKHAa OBIT He Oosee 0,1 mr. 

O6cyscdenue u 3akniouvenue. TlomyueHHble pe3yJIbTaTbl WOKa3aJIM BO3MO2%KHOCTb TpOBeeHHA MMHUMaJIbHOrO 
KOJIM4eCTBA H3MepeHHi, YTO TO YCIOBHAM BOCIIPOH3BOJMMOCTH MCIIbITaAHHA NPW3HalOTCA YOBJICTBOPHTeJIbHBIMH 
MOryT IIpeOCTaBIATbCA SKCHepTaM IA MOATBepKAeHHA KOMMeTeHTHOCTH sadopatopuv. B pamKax COYT 


paOoTHHKaM ncciweq_yeMoro oObekta PCKOMCHAYeTCA UCIOJIb30BATb CpeACTBa WH MBUAyabHou 3allMTbI OpraHoB 
ABIXaHHA, WpeOxXpaHAroOulve OT BbICOKOAMCHepcHont TIbIJIV. 


Ks1r04eBble COBa: CXOAMMOCTb, BHYTpHIaOOpaTOpHbIi KOHTPOJIb, 3albWICHHOCTb, CTPOHTeuIbHad WIOWayKa, padouee 
MECCTO, CIIelMaIbHast OWeHKAa yCuIOBHH Tpyyza (COYT) 


Baarogapnocrn. ABTOpBI BbIpaxkKarot OaroqapHOcT petakKwHv U peleH3eHTaM 3a BHHMaTeJIbHOe OTHOIMICHHe K 
CTaTbe HW YKa3aHHble 3aMedaHhiA, KOTOPbIe NO3BOJIMJIN MOBbICHTb Ce KadecTBO. 


Aaa waTupopanua. Koponmp E.A., Jjeraep E.H., Ilyutenxo C.JI. Ompegenenue cxogumocru BHyTpHsiadopaTopHBlx 
Pe3yJIbTaTOR V3MepeHHi 3albUICHHOCTH CTpouTebHO miowayKH. besonacnocmb mexHozeHHbix UuU NpupoOHeIx cucmem. 
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Introduction. Measurements on dustiness of workplaces are carried out as part of a special assessment of working 
conditions (SAWC) at the construction site in order to identify and assess harmful and hazardous production factors, as 
well as to develop measures to eliminate or minimize them [1]. The results of a special assessment of working 
conditions are the basis for the development and implementation of appropriate measures to improve working 
conditions [2]. This may be a change in work processes, the use of new technologies, updating equipment or improving 
sanitary conditions [3]. It is important to implement these measures taking into account the opinions of employees and 
meeting their needs [4]. 


Technosphere safety 


https:// bps-journal.ru 


Safety of Technogenic and Natural Systems. 2024;8(1):30-40. eISSN 2541-9129 


Special assessment of working conditions on a construction site has its own characteristics related to the nature and 
working conditions [5]. Such features include: 

— outdoor work, which can lead to exposure to adverse weather conditions; 

— use of construction machinery and equipment that can create noise, vibration, dust and other contaminants; 

— work at height, which requires special training and certification of personnel; 

— work with various materials and substances that may be dangerous to the health of employees; 

— need to comply with occupational health and safety requirements, including the use of personal protective equipment. 

The result of SAWC is that classes of working conditions for each profession are established as well as measures are 
recommended to minimize the identified risks and consequences of the influence of harmful factors [6]. According 
to SAWC, the management of the organization develops measures to improve working conditions and safety. The 
amount of additional payments for workers employed in production with unfavorable or risky conditions is also 
determined [7]. In instrumental study of workplaces, measurements and analysis of noise, degree of dustiness, natural 
and artificial illumination, temperature, humidity, etc. are carried out [8]. 

Organizations with appropriate accreditation and experience have the right to conduct SAWC. These organizations 
can be either specialized organizations or laboratories engaged in studying working conditions. 

In accordance with Federal Law No. 426 dated December 28, 2013 "On special assessment of working conditions", 
an organization engaged in SAWC must: 

— have at least five full-time employees with a valid certificate for the right to conduct SAWC; 

— be registered in the register of organizations conducting SAWC, which is maintained by the Ministry of Labor and 
Social Protection of the Russian Federation; 

— have a quality management system (QMS) conforming to GOST ISO/IEC 17025-2019 "General requirements for 
the competence of testing and calibration laboratories" and GOST R 54934-2012/ OHSAS 18001:2007 "Occupational 
health and safety management systems. Requirements"; 

— have an accredited testing laboratory that carries out research and measurements of hazardous and harmful factors. 

Testing laboratory (TL) must have a valid accreditation certificate, an appropriate accreditation scope reflecting the 
possibility of studying harmful and hazardous factors of production and working conditions, as well as certified testing 
equipment (TE) and certified measuring instruments (MI) [9]. According to Decree of the Government of the Russian 
Federation dated November 26, 2021 No. 2050 "On approval of the rules for accreditation in the national accreditation 
system ..." accredited laboratories, as part of the confirmation of competence, must conduct comparative tests to 
determine the convergence of measurement results. The convergence of measurement results during a special 
assessment of working conditions is one of the key indicators that determine the quality of measurements. 

Previous research in this area has mainly focused on interlaboratory comparative tests (ILC) and has not considered 
intra-laboratory comparative tests. Thus, in the work of A.V. Kozlov, the results of ILC of geosynthetic material are 
presented [10]. The author points out the expediency of rationing the requirements of precision tests. In the study of 
M.M. Lekomtseva and E.V. Shendaleva the analysis of the results of ILC of petroleum products was carried out, 
according to the results of which it was recommended to convert data into a linear dependence in order to obtain a 
constant value of the standard deviation [11]. Yasin Durgut's work notes that interlaboratory comparative tests 
conducted in accordance with GOST ISO/IEC 17025-2019 "General requirements for the competence of testing and 
calibration laboratories" are performed more efficiently than comparative measurements in accordance with 
GOST ISO/IEC 17043 "Conformity assessment. General requirements for proficiency testing" [12]. 

Meanwhile, according to GOST ISO/IEC 17025-2019 "General requirements for the competence of testing and 
calibration laboratories", the results of intra-laboratory comparative tests are also very important, since they are used to 
carry out corrective measures, improve quality of laboratory work and increase accuracy of the results [13]. Therefore, 
the aim of this work is to assess the quality of on-site intra-laboratory comparison tests. Such an assessment is presented 
by the example of determining the dustiness of a bricklayer's workplace on a construction site. Laboratories operating 
within the SAWC framework are forced to conduct on-site intra-laboratory comparative tests, and their conditions differ 
significantly from the laboratory ones. Laboratory staff is limited by the time of admission to the facility, so it is 
important for them to perform research not only qualitatively, but also with a minimum number of tests. In this regard, 


the task of the authors of the article was to determine the minimum necessary and sufficient number of such tests. 
Materials and Methods. General sanitary and hygienic requirements for the air of the working area, as well as 

methods for monitoring microclimate indicators and the content of harmful substances in the air, are regulated by 

GOST 12.1.005-88 "Interstate Standard. Occupational safety standards system. General sanitary requirements for 
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working zone air". To determine the dust content, a weight method was used', which consists in collecting dust on 
filters, followed by weighing and determining the concentration. 
Mass concentration K, of dust is determined by formula: 


7 (m, — mp )-1000 


K ; 1 
p Vr, (1) 
where K, — concentration of dust in the air, mg/m?; mo — mass of the clean filter, mg; m, — mass of the filter with 
settled dust particles, mg; V2). — volume of air brought to standard conditions, dm. 
V,-293-P 
i= ae ae (2) 


(273+ T)-101.33° 


where V; — volume of air passed through the filter, dm?; P — atmospheric pressure, kPa; 7 — workplace air 
temperature, °C. 

According to the recommendations of the state system for ensuring the uniformity of measurements’, a reduction 
method can be used to process the results of determining the dustiness of the workplace, which assumes the presence of 
the values of the measured arguments obtained as a result of multiple measurements. 


The result of indirect measurement 4 is found by formula: 


us L A, 
= tf 
4=)0 (3) 


where ZL — number of partial values of the measured value; A;— j-th value of the measured value; 7 — serial 
measurement number from | to L. 


Mean square deviation S$ ( A) of random errors of the indirect measurement result is calculated using the following 


formula: 


(4) 


With a normal distribution of individual values of the measured value, the confidence limits of random errors are 
determined by formula: 


A=t,-S(A), (5) 
where ¢,— Student's coefficient, depending on the confidence probability and the number of observation results. 


Precision is estimated by the indicator of repeatability (relative standard deviation of repeatability), o,. and by the 
indicator of accuracy (limits of relative error), 6: 


= (6) 
where x; — i-th test result obtained under repeatability conditions; x — arithmetic mean of 1 test results under 
conditions of repeatability (convergence). 

A 
5 =—100% < 25%. (7) 
x 
The percentage of convergence is determined in accordance with expression: 
om 
r=—100%. (8) 
x 
To evaluate the convergence of the results of two measurements, it is necessary to use formula: 
_i-*l, ano 
hy, = ——— 100%, (9) 


xX 
where x), x2 — results of two parallel measurements. 
The measurement results obtained under convergence conditions are considered satisfactory if the obtained 
convergence r is less than or equal to the normative convergence Porm: 
=15%. (10) 


r s Fhorm 


' Metodika izmerenii massovoi kontsentratsii pyli gravimetricheskim metodom dlya tselei spetsial'noi otsenki uslovii truda. MI APFD-18.01.2018. 
URL: https://normativ.kontur.ru/document?moduleld=1&documentld=390372 (accessed: 25.11.2023). (In Russ.). 

? Rekomendatsiya. Gosudarstvennaya sistema obespecheniya edinstva izmerenii. Izmereniya kosvennye. Opredelenie rezul'tatov izmerenii i 
otsenivanie ikh pogreshnostei. MI 2083-90. Moscow: Committee of Standardization and Metrology of the USSR; 1991. 
URL:https://znaytovar.ru/gost/2/MI_208390_GSI Izmereniya_kosve.html (accessed: 25.11.2023). (In Russ.). 
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Expression (8) is taken as the result: 
x=XHA. (11) 

The minimum number of observations depends on the coefficient of variation, i.e. the ratio of the standard deviation to the 
average value, and is selected previously from the experimental data. The error in determining the average value (statistical 
measurement error) must be sought under the assumption that the distribution law of the general set of measurements is 
normal. If we know the error and confidence probability, it is possible to unambiguously establish a confidence interval for the 
average value and estimate the maximum statistical error of measurements as the ratio of half the difference between the 
boundaries of the error of the average value to the average value from the experimental data [14]. 

Results. Measurements were carried out to determine the dust content of the construction site during the 
construction of an apartment building. Sampling was carried out at the bricklayer's workplace in the masonry wall area 
with AFA type filters (analytical aerosol filters) using two PU-4E aspirators, providing sampling with a given volume 
flow through an absorber through four parallel channels. To establish the statistical error of measurements by 
instruments and laboratory staff at a given confidence probability P = 0.95 eight parallel measurements were performed, 
the results of which are shown in Table 1. 

Table 1 
Results of eight parallel tests 


on 
£ 
O jel) nn 
cee & R= o 
3 $ ral 2 R= < 
=| ae =| a g ab oa 
on on =| MY =| = ¢ =I 7 a 
- & & & s SI = & S : sé g 
= | ¢ e (318 |e | 2] eg |e] ei] es |e 
=I S SS =| R & oO 5 A nan 
S iS) A 5 2 = =I S 5 z 
o S SS o he bad x oO D = 
& | | Q, oe I os 5 7 > ba a 
3 cS) “eb = Q 3 R= s = 3 i . 
2 2 8 2 5 & ) s 8 o > 3) 
2) 3 3 a 2 5) = so =I 5 = 
3 5 6 5 ra = = Ge B S = 3) 
oO 3) g os =} = 5) s =} =~ oO 
= 2 £ 3) DB S sy o = 
=| | 4 ° 3S OD n Mo) n ow oO 
By fy oP & Y a. 2) o q > 
<x =) Ss Ss = iol) a f= 
< oO S s vo 2 
4 a 
< = < 
a 
Ay 
n=8 


No.1 | 30965.6 30966.5 2 102.2 60 21.1 7.46 


No.2 | 31346.8 31347.8 2 102.2 60 21.1 8.29 


No.3 | 33980.5 33981.6 2 102.2 60 21.1 9.12 


No.4 | 35572.3 35573.6 2 102.2 60 21.1 10.78 
9.33 1.39 10.29 | 14.85 


No.5 | 34926.9 34928.3 2 102.2 60 21.1 11.61 


No.6 | 30477.7 30479.0 2 102.2 60 21.1 10.78 


No.7 | 32678.4 32679.5 2 102.2 60 21.1 9.12 


No.8 | 32678.4 32679.6 2 102.2 60 21.1 9.95 


To check whether the data obeyed the normal distribution law, a frequency histogram was constructed as one of the 
ways to visually represent the distribution of data (Fig. 1). The histogram has the shape of a bell and is close to the 
curve of normal distribution (Fig. 2) 
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Fig. 1. Frequency histogram at n = 8 


The average value and confidence interval of the measurements were calculated and shown on the graph of density 


functions of normal distribution (Fig. 2). 
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Fig. 2. Graphs of normal distribution an = 8: a — density function of normal distribution; 
b — integral distribution function 


The average value is taken as the result, indicating the confidence interval: 
Kg =9.33 40.96 mg/m’. 
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To determine the minimum number of measurements, the coefficient of variation, the average sampling error and 
the marginal sampling error were found (Fig. 3). The maximum statistical error was 0.26 mg/m*. pp = +1.16 mg/m? 


12.0 
POCCHCCHOCOC COC ECE EEC OCHCOOCHEC HOC COC LEC EOC OCC ECE OE EMECLCEEEDELCOOCO OOOO OOS 
@ R =4.15 mg/m} 
10.0 Average value 
a wo fos a ee ee Oe ee 
= 80 @ ce) 
S| aaa a a 
q 
a 
S 6.0 
B K, = 0.15; 6) = 0.49 mg/m; pp = +1.16 mg/m? 
4.0 
2.0 
0.0 
0 1 2 3 4 > 6 7 8 9 


Number of measurements 


Fig. 3. Scope of measurement results 


The minimum number of measurements is determined by formula [11]: 


2.2 
tk 
Minin = 2 (12) 
82 
Nin = 1.20 © 2. 


According to the obtained value of the minimum number of tests, two parallel tests were carried out to determine 
dust concentration at the bricklayer's workplace (Table 2). 
Table 2 
Results of two parallel tests 
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o 
a > D Ss Oo 
= > 
Be & < 
a! : 
3 
a4 
n=2 


No.1 34563.8 34565.0 2 102.2 60 22.0 9.98 
9.57 0.59 8.50 8.68 


No.2 | 30654.3 30655.4 2 102.2 60 22.0 9.15 
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Convergence of results, % 


Confidence interval of the results of two tests to determine dust concentration with a probability of 0.95 was 
0.81 mg/m? (Fig. 4). 
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Fig. 4. Density function of normal distribution 


According to convergence conditions in conformity with GOST R ISO 5725-1-2002 "Accuracy (trueness and 
precision) of measurement methods and results. Part 1. General principles and definitions" and GOST R 51672-2000 
"Metrological ensuring of product testing for the assurance of conformity. General principles" the results of parallel 
measurements can be considered satisfactory, since conditions (7) and (10) are fulfilled (Fig. 5): 
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Fig. 5. Dependence of the convergence of measurement results and relative error on the number of tests 
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Based on the results of processing, it is accepted: 

Ky2 = 9.57 0.81 mg/m?. 

Determination of dust concentration by the weight method has a sufficiently high component of errors of measuring 
instruments used and operations performed. The maximum allowable difference between the results of two 
measurements is 0.84 mg/m?. The difference in direct measurements of the mass of two samples should be no more 
than 0.1 mg. With a mass difference of 0.2 mg, the convergence rate of the results of two parallel measurements 
becomes more than 18% and does not meet the precision conditions. When conducting tests to determine dust content 
of the considered technique, it is possible to limit two parallel measurements, while the measurement error will be equal 


to the instrumental error. 

Construction dust is classified as low-hazard (Class IV), the single maximum permissible concentration (MPC) 
is 6 mg/m, the daily concentration is 10 mg/m. According to the test results, a 1.6-fold excess of the one-time 
maximum permissible concentration was revealed. To reduce the concentration of dust at the bricklayer's workplace, 
comprehensive measures are recommended to reduce dust formation on the construction site, since the main sources of 
dust are access roads, places of unloading and loading of building materials, as well as technological processes related 
to the processing and cutting of construction materials [15]. It is necessary to take measures to reduce the concentration 
of dust on the construction site and beyond [16]. 

Hygienic standard GN 2.1.6.3492-17 "Maximum permissible concentrations of pollutants in the atmospheric air of 
urban and rural settlements" establishes a single maximum permissible concentration of construction dust in urban air of 
no more than 0.5 mg/m*. 

Discussion and Conclusion. Determination of dust concentration by the weight method has a sufficiently high 
component of errors of measuring instruments used and operations performed. It was revealed that the maximum 
allowable difference between the results of two tests was 0.84 mg/m’. The difference in direct measurements of the 
mass of two samples should be no more than 0.1 mg. 

Processing of test results showed the possibility of carrying out two measurements to determine dustiness of the 
bricklayer's workplace on the construction site. The convergence of test results within the framework of laboratory 
competence confirmation is an important indicator of the quality of the assessment and indicates the reliability of the 
data obtained, therefore, it is recommended to use at least six measurements within the framework of intra-laboratory 
comparison tests [17]. The higher the convergence of the results, the less likely errors and inaccuracies in the 
assessment of working conditions. This, in turn, provides more objective information about the state of working 
conditions in the workplace and allows you to take reasonable measures to improve them [18]. 

Employees of the investigated facility are recommended to use personal respiratory protection equipment that 
protects against highly dispersed dust. To reduce the concentration of construction dust on the construction site, as well 
as outside it, it is necessary to spray the construction site with water to settle highly dispersed dust, to spray water on 
access roads, to wash the wheels of vehicles both at the entrance to the construction site and at the exit [19]. 
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3aneleHHollu 6KIad Coaemopos: 
Bce aBropbl BHECIM 3KBUBAICHTHBIM BKIa, B MOATOTOBKy MyOmMKalMH. 


Kondauxm uHMepecos6. aBTOPbI 3aABJIAFOT 06 OTCYTCTBHU KOHQINKTAa MHTeCpecos. 
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